/

M—H SA BASE SHEET

FASTEN FLANGES TO WALL (TYP.)

NOTES:

AR

VA

/

DECK

COVERBOARD INSULATION, WHERE REQURIED
RIGID INSULATION OR APPROVED SUBSTRATE

TREATED WOOD NAILER, ANCHORED TO DECK
POLYGLASS APPROVED CAULK (TYP.)

1. MEMBRANE ENDLAPS MUST BE 6" MINIMUM & FULLY ADHERED AT ALL MEMBRANE IN ALL LOCATIONS

WHERE “FAST LAP" IS NOT PRESENT

M—H SA-SBS OR SA—-APP CAP SHEET
PREFABRICATED METAL SCUPPER
(SOLDER OR WELD ALL SEAMS)
M—H # 121 ASPHALT PRIMER OR
M—H MOD BIT FLASHING ADHESIVE

FASTENERS 4" 0O.C., STAGGERED 1~

M—H SA-SBS OR SA—AFP CAP SHEET

M—H SA BASE SHEET OR NAILBASE
(AS DETERMINED BY SUBSTRATE)

\

MULE-HIDE

PRODUCTS CO.,INC.
S 2003

SCUPPER - OPTION 1

SELF-ADHERING MOD BIT SYSTEMS

DETAIL NO.:
MH-MB-S1
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