\Jm SEE SPECIFIC WALL TERMINATION OPTIONS
APPROVED BONDING ADHESIVE
TPO REINFORCED MEMBRANE FULLY ADHERED
WITH M—=H TPO BONDING ADHESIVE
M—H ALL—PURPOSE (A—P) BAR FASTENED 6”
0.C. (SEE NOTES 1 & 2)
NOTES:
MINIMUM 1—4" HOT AR WELD
1. USE ONLY WHEN IT IS NOT POSSIBLE TO
SEE NOTE 4 FASTEN HORIZONTALLY AT BASE OF
PARAPET. M—H 2.4” SEAM PLATES MAY
TPO REINFORCED MEMBRANE BE INSTALLED VERTICALLY AS AN OPTION
TO USING THE ALL—PURPOSE BAR.
] PLATES MUST NOT EXCEED 12" O.C.
BOTTOM OF AP BAR OR 2.4” PLATES
172" MAX MUST BE WITHIN 1/2” OF ANGLE CHANGE.
* 2. WHEN AP BAR IS USED IN LIEU OF 2.4"
— SEAM PLATES AND HDP OR EHD
/ FASTENERS, THE "BUMPS” ARE INSTALLED
4 UP.
B ROOF DECK 3. WALL FASTENERS MUST ACHIEVE MINIMUM
PULLOUT RESISTANCE OF 250 LBS.
——— APPROVED INSULATION 4. APPROXIMATELY 1/8" DIAMETER BEAD OF
— — CUT—EDGE SEALANT IS REQUIRED ON CUT
~ EDGES OF TPO REINFORCED MEMBRANE.
/ 5. ALL EXISTING FLASHINGS AND CANTS
MUST BE REMOVED DOWN TO THE
SUBSTRATE.
BASE ATTACHMENT .
MULE-HIDE ALL-PURPOSE BAR DETAIL NO.:
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