1%1;
MIN

36”

MAX

APP MODIFIED
BITUMEN CAP SHEET

FLASHING INTERPLY
AS REQUIRED FOR
WARRANTY

CANTS ARE
REQUIRED

3" MIN
3” MIN

—~=— METAL COPING CAP FASTENED 12”
O.C. WITH GROMMETTED FASTENERS

APP MODIFIED
BITUMEN CAP SHEET

AS REQUIRED FOR
WARRANTY

— AS NEEDED

ROOF DECK

S APPROVED
INSULATION

/|/

1.

APPROVED COVERBOARD

NOTES:

REFER TO SPECIFICATIONS FOR
FLASHING MEMBRANE
REQUIREMENTS.

LAPS IN FLASHING MUST BE
OFFSET FROM LAPS IN FIELD
SHEET.

CAP SHEET MUST BE HEATED AND
GRANULES EMBEDDED IN SURFACE
AT ALL LAPS OVER GRANULATED
SURFACES WHEN INSTALLING THE
CAP SHEET.

MAXIMUM FLASHING HEIGHT FOR
APP MODIFIED BITUMEN FLASHINGS
IS 36”. IF WALL IS TALLER THAN

36", SEE DETAIL MHMB—UN—CWOST.
ALL VERTICAL SURFACES TO BE
PRIMED.

IF FLASHING SUBSTRATE IS
COMBUSTIBLE, REFER TO DETAIL
MHMB—UN—-CW11T OR
MHMB—UN—-CWOZ2T.

BASE AND INTERPLY SHEETS
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