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DRAIN CLAMPING RING
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NOMINAL 1—1/2" DIAMETER STONE BALLAST,

APPROXIMATELY 12" TO 24” FROM DRAIN

WATER CUT—OFF MASTIC

MULE—HIDE EFDM OR TPO
MEMBRANE — SEE NOTE ABOVE

PROTECTION FABRIC — SEE NOTE ABOVE

GEOTEXTILE FABRIC

—~=—| 12" to 24" /==
, GREENGRID® TRAY

eI

NOTE:

REFER TO MULE—HIDE LIVING ROOF™ SYSTEM ATTACHMENT
l, I, OR Il FOR APPROVED SYSTEM CONFIGURATIONS AND
MEMBRANES FOR USE UNDER THE GREENGRID® MODULES

NOTES:

1. STOP PROTECTION FABRIC MAT AT BASE OF
DRAIN.

2. REMOVE ALL LEAD AND OTHER FLASHING.

3. ALL BOLTS OR CLAMPS MUST BE IN PLACE
TO PROVEDE CONSTANT COMPRESSION ON

| WATER CUT—OFF MASTIC.

4. CUT THE MEMBRANE SO IT EXTENDS A

L 77x

INSULATION AND COVER — POINTS OF THE DRAIN CLAMPING RING.
BOARD — SEE NOTE ABOVE

MINIMUM OF 3” FROM THE ATTACHMENT

5. HOLE IN MEMBRANE MUST MEET OR

i\ SLIGHTLY EXCEED SIZE OF DRAIN PIPE.
I 6. ROOF DRAIN SIZE AND NUMBER OF DRAINS
SHALL BE IN ACCORDANCE WITH LOCAL
CODES.
MULE-HIDE ROOF DRAIN DETAIL NO.:
PRODUCTS CO,, INC. SYSTEMS: MHGG-130
\___ AUGUST 2008 LIVING ROOF FEATURING GREENGRID® Y,




