USE FOIL TAPE AS \
BOND BREAKER NOTE:

IF SHEETMETAL IS TO BE
INCLUDED IN THE WARRANTY,

TPO COATED METAL CONTRACTOR MUST USE
GRAVEL STOP WITH MULE—HIDE METAL PRODUCTS.
SEE HEMMED EDGE REFER TO DETAIL MHT—3130.
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CLIP, FASTENED 12" 0.C. (MAX)

NOTES:
NOTE:

USING THIS DETAIL IN CONJUNCTION WITH DETAIL MHT—UN-212 WILL
NOT BE ACCEPTABLE FOR USE IN A 20—YEAR WARRANTED SYSTEM.

1. MAXIMUM FACE DIMENSION SHOULD BE 5”
TO PREVENT DISTORTION FROM "OIL
CANNING”. IF SURFACE DISTORTION IS
ACCEPTABLE, FACE DIMENSION MAY BE
INCREASED TO 8" USING THIS DETAIL IN CONJUNCTION WITH DETAIL MHT—UN-211 WILL

BE ACCEPTABLE FOR USE IN A 20-YEAR WARRANTED SYSTEM.

2. FOR FASCIAS GREATER THAN 8", INSTALL
IN TWO SECTIONS.

GRAVEL STOP JOINT DETAIL DETAIL NO.:
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