CONTINUOUS CLIP SECURED WITH

APPROVED FASTENERS 12" 0.C. (MAX) NOTE:

IF SHEETMETAL IS TO BE
SEE NOTE 1 INCLUDED IN THE WARRANTY,

MINIMUM 1—1/2" HOT AIR WELD CONTRACTOR MUST USE
MULE—HIDE METAL PRODUCTS.
TPO COATED METAL GRAVEL REFER TO DETAIL MHT—3130.

STOP WITH HEMMED EDGE

WOOD NAILER, MIN. 4" WIDE
SECURED TO DECK

TPO REINFORCED MEMBRANE

L ROOF DECK

APPROVED INSULATION

NOTE:

THIS DETAIL IS NOT ACCEPTABLE FOR USE

NOTES: IN A 20—YEAR WARRANTED SYSTEM OR FOR
EXTENDED WIND SPEED COVERAGE

1.  APPROXIMATELY 1/8” DIAMETER BEAD OF CUT—EDGE SEALANT IS
REQUIRED ON CUT EDGES OF TPO REINFORCED MEMBRANE.

GRAVEL STOP _
MULE-HIDE TPO COATED METAL DETAIL NO.:

PRODUCTS CO., INC. SYSTENS: MHT-UN-212
\

ALL TPO SYSTEMS REVISION DATE: 10/2013  J




