
NOTES: 
1. DETAILS TO BE USED IN CONJUNCTION 
WITH STANDARD GUIDE SPECIFICATIONS 
CONTAINING REQUIREMENTS FOR NAILERS, 
INSULATION, SLIPSHEETS, ETC.

2. PVC EDGE SEALANT IS REQUIRED ON 
ALL CUT OR NON-ENCAPSULATED EDGES 
OF REINFORCED MEMBRANE. THIS 
INCLUDES FACTORY CUT MEMBRANE.

3. APPLICATOR/SPECIFIER TO DETERMINE 
HEIGHT REQUIRED TO PREVENT WATER 
FROM CASCADING OVER BUILDING EDGE.
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VARIE:r
SEE NOTE 1_ 

t 
1" MIN. 

J_ 

METAL FASCIA SYSTEM (BY OTHERS) 

APPROVED SCREW 12" O.C. 
MULE-HIDE PVC MEMBRANE FULLY 
ADHERED 

1-1/2" HOT AIR WELD

CUT EDGE SEALANT (SEE NOTE 2) 
MULE-HIDE PVC 
MEMBRANE FULLY 
ADHERED 

PRESSURE-TREATED WOOD NAILER 
SECURELY ANCHORED TO DECK 
SEE DETAIL MHP-100 
GALVANIZED CURB SUPPORT (BY OTHERS) 

RING-SHANK FASTENER MUST PENETRATE INTO 
WOOD 1-1 / 4" MINIMUM, 12" O.C. MAXIMUM 

SNAP-ON FASCIA BY OTHERS 
DETAIL N01 

SYSTEMS1 

FULLY ADHERED PVC 

MHP-103 


