ANY MHE—522 TERMINATION
MULE—HIDE BONDING ADHESIVE

MULE—-HIDE 90 MIL EPDM MEMBRANE

MULE—HIDE 2" BARBED SEAM
PLATE MAX. 12" (30 cm) O.C.

RMS W/TAPE

6" (23 cm) WIDE MULE—HIDE .045"

NOTES:

MULE—HIDE
BONDING ADHESIVE

9" x 12" UNCURED
FLASHING TAPE (NOTE 1)

4.5" x 6" UNCURED
FLASHING TAPE (NOTE 1)

6" WIDE MEMBRANE
SEAM (DETAIL MHE—508)

MULE—HIDE LAP
SEALANT (NOTE 2)

(SOLVENT BASED)
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1. A 45" x 8” (12 x 15 cm) AND A 9" x 12" (23 x 30
cm) PIECE OF UNCURED FLASHING TAPE MUST BE
CENTERED OVER THE FIELD SPLICE AT ANGLE CHANGE.

2. CAULK ALL EDGES WITH LAP SEALANT AS SHOWN
ABOVE.

3. LOCATE MHE-522 TERMINATION ABOVE ANTICIPATED
WATER LEVEL.

4. FOR CORNER APPLICATIONS, SEE DETAILS MHE-514,
MHE-515, AND MHE-516.
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Wall Flashing With
Continuous EPDM Membrane

DETAIL NO.:

SYSTEMS:
Fully Adhered 90mil System

MHE-521
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