CONTINUE FELT UNDERLAYMENT
OVER TPO REINFORCED MEMBRANE

r MH WATER CUT-OFF MASTIC

ASTENED 6" O.C.

12" MIN.

TPO REINFORCED MEMBRANE
ADHERED WITH MH TPO BONDING
ADHESIVE

MH HDP OR EHD FASTENERS AND
2.4" SEAM PLATES 12" 0.C. MAX

6" RUSS — MUST USE TAPE PRIMER

TPO REINFORCED MEMBRANE
APPROVED INSULATION

NOTES:

1. POSITION SEAM PLATES 1/2" TO 1” H
FROM EDGE OF DECK MEMBRANE. v

2. TPO MEMBRANE MUST EXTEND A

MINIMUM OF 12" VERTICALLY UP THE

SLOPE AND UNDER A MINIMUM OF 3 APPROVED BONDING ADHESIVE

COURSES OF SHINGLES.

3. RUSS PRODUCTS CANNOT BE USED ON OPTIONAL SEAL—FAST DOUBLE
SIDED TAPE TO SEAL STARTER

COURSE OF SHINGLES TO FLASHING

FLEECEBACK OR SELF ADHERING
MEMBRANES.

ROOF DECK

TIE-IN SHINGLE ROOF
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MULE-HIDE 6" RUSS
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